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lNSTALLATION INSTRUCTIONS
One-Piece Axle Kit

Kit #7070/71K for 1976-83 Jeep® CJ-5 or 1976-81 Jeep® CJ-7

Kit #3885/86K for 1982-86 Jeep® CJ-7/CJ-8

{ replaces factory two-piece Model 20 Left and Right Axles & Hubs )

KIT CONTENTS: (1 pc.) LEFT AXLE SHAFT (1 pc.) RIGHT AXLE SHAFT
. w (10 PCS.) THREADED WHEEL STUDS (2 pcs.) HOUSING INNER OIL SEAL
(2 pcs.) OUTER SEAL/RETAINER (2 pes.) BEARING & CUP
(2 pes.) SMALL SPACER (2 pcs.) LARGE SPACER

REMOVAL OF ORIGINAL AXLE SHAFTS:

STEP #1:

STEP #2:

STEP #3:

STEP #4:

STEP #5:

STEP #6:

STEP #7:

STEP #8.

STEP #9

STEP #10

Drain the axle differential fluid by removing the rear differential cover.

NOT fit your vehicle if you have a PowerLock differential. If your differential has 4 spider
gears, 2 side gears, and the differential case is bolted together, then you have a PowerLock
unit, If you do not have a PowerLock unit, then you may continue.

Loosen all of your rear wheel lug nuts. Raise and support your vehicle with a jack and jack
stand supports. Remove both wheels from the vehicle.

Disconnect your emergency brake cables from the brake assemblies and backing plates.

Loosen the large center axle-to-hub nut until almost éﬂmpletely off, but do not remove it
completely. The nut will act as a STOP when the hub later pops off of the axle shaft.

With the appropriate sized hub-puller tool, pull the hub free from the axle shaft until it bumps
the axle nut. Remove the axle nut and the hub from the axle shaft. Repeat these steps for the
opposite wheel

Disconnect the brake lines at the backing plates. Cap off the brake lines to avoid leaking
brake fluid.

Remove the 4 bolts from the backing plate. Remove your original protective guard. Remove
the outer seal/retainer. Remove the backing plate. Be sure to mark each backing plate as
driver’s side or passenger’s side for later reassembly. Remove the original axle shims and
save them for later use. Remove brake shoes. Repeat these steps for opposite wheel
assembly.

Tap on one axle shaft with a mallet to remove the opposite axle shaft. Repeat for opposite
side and remove both axles.

Remove the original inner axle housing oil seals and discard them. Clean each of the axle
housing ends, original protective guards, and backing plates.

You are now ready to install your New One-Piece Axle Kit!

Jeep®is a registered trademark of Datmler-Chrysler Corporation,
Crown dutomonive Sales Co., fnc. is nat affiliated with Daimler-Chrysler Carporanon.



Please see the enclosed INSTALLING NEW AXLES page.
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INSTALLING NEW AXLES:
PASSENGER'S SIDE AXLE SHAFT
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STEP #1: Install the supplied threaded wheel studs in each of your new axle shaft flanges. (It is

recommended that you use a liquid thread locker on each of the wheel studs.) Torque each
of the wheel studs to approximately 70 ft /lbs.

STEP #2: Using an oil seal installation tool, install each of your new INNER OIL SEALS in each axle
housing end. Seat each of the oil seals against the housing shoulders. Apply a sparing
amount of oil or grease to each of the seal surfaces.

STEP #3: Install the large bearing spacers into each axle housing end. Be sure that each spacer is fully
seated into the axle housings. Test fit each bearing into the axle housing ends, without the
axle shafts installed. Be sure the inner bearing race is facing towards the center of the
differential. Be sure the bearing is resting against the bearing spacer. Each bearing should
protrude 0.020” to 0.060" beyond the housing ends. (If the bearing does NOT protrude at
least 0.0207, then remove the bearing spacer and install the necessary original axle shims to
extend the housing and achieve this measurement.) (If the bearing protrudes MORE than
0.0607 from the housing, then remove the bearing spacer and evenly grind the spacer just
enough to achieve the required measurement.) Remove the bearings from the housing to
continue axle installation.

STEP #4. Reinstall the original protective guards onto the two new axle shafts. Apply a small amount
of oil onto the outer axle seals/retainers and slide the seals onto the two new axle shafts.

Jeep®is a registered rrademark of Daimier-Chrysler Corporation.
Crown Automotive Sales Co., Inc. is not affiliated with Datmier-Chrysler Corporation,






